
SYNTHETIC WOOD
C A T A L O G U E
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The WPC Unidesign profiles are ideal for exterior walls, thet resist 
all the weather elements inclemencies like humidity and UV rays. 

They are the modern alternative to traditional wood cladding, they 
provide the same texture and warm to exterior spaces but without 

the hassle, 100% fungus and pest proof.

Available in 4 colors, they offer versatility and adapt to any color 
scheme and style.

Unidesign Synthetic Wood Panels 
add warmth and style

Smart
Solutions

Density ≈23.4 lb/ft3

Surface
Hardness 

Shore D ASTM D2240≈ 50

Temperature 
resistance 

Max. +  158 °F

Technical 
Specifications

Material Wood Plastic Composite WPC

Water
absorption 

≈0,10 %/Volume c Suitable for exteriors

Toxicity Non «toxic» products

Waste
treatment 

The WPC can be recycled in accordance with local offi-
cial  regulations



2

CLASSIC GRAY GRAPHITEWENGEGOLDEN OAK

1

WENGE COLOR

EWP 232P

CERTIFICATIONS

UNITS per BOX

RIBBED SINGLE SLAT

3 15⁄16 in

13⁄16 in

2 in

1 unit

9.35 ft



CLASSIC GRAY GOLDEN OAK WENGE GRAPHITE
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1

GRAPHITE COLOR

ECP 019PV-RIBBED SINGLE SLAT

3 15⁄16 in

1 3⁄16 in

2 in

9.35 ft

CERTIFICATIONS

10 unitsUNITS per BOX



www.unidesigncorp.com info@unidesigncorp.com

+(51) 1 651 - 2081 

Perú

Av. Caminos del Inca 390, Ofc. 1003, Surco

+1 786 857-6911

United States

8130 Nw 66Th Street Miami Fl 33166

Features

Weatherproof
Due to the nature of WPC material, it’s extremely dura-
ble, the panels withstand all the nature elements, being 
water and UV rays proof. 

100% Recyclable
The WPC can be recycled in accordance with 
local official regulations

Storage temperature
Store profiles at room temperature 24h before installa-
tion (T: 64°F to 71°C - r.F. : 45% to 65%)

Multiple Uses
Our Wallpanels in wood plastic composite are 
suitable  for outdoor use. They can be installed as 
cladding in any flat clean surface like walls, doors 
even ceilings.

Shock Resistant
WPC panels are resilient enough to sustain medium 
force impacts without damage .

Storage
Storage the wallpanels flat, sheltered from dust.

Easy Installation
Fast montage, no prep workd, no dust. Use recom-
mended fixers.


